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Detail 9

Operator Review Stations.  Primary 

station also shows live video

Detail 2

Vortex cooler for 

dryer section

Detail 1

Example Camera/Light 

Position.  Air required for 

cleaning only (unless in 

dryer section).  Pin hole 

installed as needed for 

camera enclosure. 

Detail 8

Ethernet Extender Box

Only required for pulls 

longer than 300 meters

Detail 7 – Multiple Unwind Web Inspection

Multiple Unwind Web 

Inspection.  Module generates 

individual roll maps for each 

unwind with OPC data link.  

Roll maps are exported to mill 

network with Excel Macro that

includes a jpg picture with list

of all offending defects.  False

defect detection is eliminated by 

unique OPC processing data per

camera combined with powerful

image processing filters.

See Data Sheet 40.12

• Parent Roll ID –

TAPPI # input

• Dedicated roll 

map per unwind

• Directional Analysis

• Wrinkle Suppression

• Edge Tracking

• Global

Synchronization

• Defect per time 

alarm

LED

Light

Camera 

Enclosure Pin 

Hole 

Ethernet

J-box

Air 

120 VAC 120 VAC 

Live Video 

Monitors
Operator

Station

(Includes Live Video)

120 VAC 

Interface

Cabinet

Break Signal 

Speed 

VPN 

Detail 3

Spare Ethernet 

Junction Box for mobile 

camera

Detail 6

GigE camera with remote 

control variable zoom 

lens and pan and tilt 

control

Detail 4

Computer 

Interface Cabinet.  

Standard supply 

required clean 

room (A/C).   Local 

system control with 

pull-out keyboard 

and mouse

Detail 10

Mobile camera and light 

on tripod (wireless 

option)

Detail 5

Remote view 

and control 

via mill 

network

Detail 11

Wireless Access 

Point – mounted 

on junction box
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